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FLIGHT TESTS OF RETRACTABLE AILERONS ON
A HIGHLY TAPERED WING

By J. W. Wotmore
SUMMARY

A flight investigation was conducted to determins the
lateral-control characteristics of retractable ailerons
installed on a highly tapered wing. The effectiveness of
the ailerong in producing roll was measured at various air
speeds with full-span plain flaps both neutral and de-
flected 45° The direction of the yawing moment created
by the ailerons was also noted.

The lateral control provided by the retractadle ailer-
onsg used in this investigation was spproximately the same
as that obtained with the plain ailerons of equal span with
which the alrplane was previocusly equipped. The amount of
control avallable was found to be somewhat inadequate, ap-
parently because of the rather short span of the ailerons
(0.327 of the wing span). It is likely that, with an ai-
leron span of from 0.50 %o 0,60 of the wing span, a satig-
factory degreo of control would be obtained, With the
full-span flaps deflected 45°, the rolling action of the
ailerons was increased about 30 percent over that obtained
with the flaps neutral at the same speed. The yawing mo="
ment produced by the ailerons was in the same sense as the
rolling moment, i,e,, right roll was accompanied by right
yaws Lag in the response of the rolling action to control
application was not large encugh to be noticed by the pi-
lots. No appreciable control force was apparent to the

"pllots, which wasg consldered somewhat undesirable, Minor
modificetions in the desizn of the ailerons, however, would
rrobatly correct this fault.

INTRODUGTION

With ailerons of the conventiqﬁal type extendling over
e considerable portion of the wing trailing edge, it is
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generally possible to use only partial-~span flaps. The
need for the greater effectiveness afforded by full~saban
flaps is increasing as airplane wing loadings lncrease
and, as a result, considerable attention 1ls being directed
to the problem of developing lateral-control devices that
will permit the use of fullespan flaps,

One of the moet promising of the lateral~control de-
vices proposed thus far is the retractable alleron. This
device has been tested both in flight (reference 1) and in
the wind tunnel (refsrence 2) on rectangular wings with
full-gspan flaps and wes found to compare very favorebly
with conventional ailerons.

The present Investigation was made to determine the
characterligtics of retractadble allerong when installed on
a highly tapered wineg, The effectiveness of the allerons
in producing roll was measured for abrupt full deflectlons
at various alr speeds, and the variation of rolling action
with aileron displacement at constant air gpeed was deter-
mined., The initial yaw resulting from deflectlion of the
allerons waes also measured. The tests were made wlth
flaps both neutral and deflected.

APPARATUS

The airplane used in the present tests was a modified
Fairchlld 22, a, small low-wing monoplane with & highly
tapered wing, ZFigure 1 is a photograph of the airplane,
and figure 2 ig a sketch of the plan form of the wing.

The pertinent dimensional characteristics of the wing ars
civen in table I. ' '

The wing was fitted with full-span plain flaps having
a chord 0,23 of the wing chord over the inboard section
and a chord 0.20 of the wing chord over the outboard sec—~
tlon, . ‘

The retractable aileron is shown in figure 3. This
alleron consisted of two curved aluminum-alloy plates tan-
gent at thelr lower edzges and separated at their upper
edges by a filler block, as shown in figure 4. In the
neuntral position, the alleron was enclosed within the wing,
the upper edge lying flush with the wing upper surface.
¥hen actuated, the aileron rotated out of the wing about
an . axis coincident 'with the center of curvature of its
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forward surface. The opposite aileron retracted slightly
into the wing by virtue of an extreme differentlial linkage
systems The alleron had 2 gpan 0.327 of the wing span and,
in the fully extended position, projedted 0.105 of the wing
chord above the wing upper surface., The’ differential mo-
tion of the aileron ig given in figure 5. '

The followlng standard N.A.0.A. recording instruments
were used to obtain the necessary datat two angulsr-velocity
recorders, one arranged to measure rolling velocity and the
other to measure yawing velocity; a control-position re-
corder connected %o the allerons; an alr-speed recorder;
and s tinmer,

TESTS

-, — - =

The tests consisted in recording the angular veloci-
ties of roll and yaw, the position of the ailerons, and
the alr speed over a period of several seconds durilng
which. the control stick was moved abruptly to the right
from i%s neutral position, The rudder was held nsutral
throushout the manesuver, which was started with the air-
prlane in a steady glide. The duration of the records was
sufficient to assure the atitszinment of maximum rolling
veloclity,.

Records were taken for full aileron deflectlon at
various alr speeds between 70 and 100 miles per hour with
the flaps neutral and between 58 and 75 milses per hour
with the flaps down 45°, Tests were also made in which
the ailerong were deflected to wvarious positions between
neutral and full deflection at given air speeds (70 and
100 miles per hour with the flagps neutral and 58 snd 75
miles per hour with the flaps down) in order to determine
whether or not the ailerons had any undesirable character-
istics in the relation between rolling actiom and aileron
deflection,

The maximum angular velocities of roll resulting from
deflection of the ailerons wers reasd directly from the rec-
ords. MaxXimum rolling accelerations were debtermined by
gravhical differentiation, and the angles of bank attalned,
1l second after the initial movement of the ailerons were .
determined by mechanical integration of angular veloclty-
time curves. The rolling moment and the rollling-momen$
coefficients were evaluated from the data furnished by the
records in accordance with the method described in refer-
ence l,
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. Comparigon of the time at which aileron movement was
gtarted with the time a% which the rolling motion started
provlided a measure of the lag of rolling response to con-
trol application,

The yawing-velocilty records were used only as & means
of determining the directionm of the initisel yawing motion.
cauged by the ailerons,

RESULTS AND DISCUSSION

The results of the tests of both the plain-wing (or
flap-neutral) and the flap-~down conditions are presented
in figures 6 to 9., Figure 6 shows the variation with alr
speed of the maximum angular velocity and acceleration of
roll regulting from full sileron deflection, In figure 7,
the angle of-roll attained in 1 second following abrupt
full aileron deflection: is_plotted against air speed. The
variation of rolling~moment coefficlent with 1lift coeffl-
cient is given in figure 8. In figure 9, the variation of
maximnum angular velocity of roll with aileron deflection
ig shown at two air speeds for each wing condition.

The present retractgble—~aileron installation was gen-
erally considered by the pilots to be unsatisfactory owing
to insufficiently powerful rolling actlion, The results
derived from the instrument records confirmed thils improg-
slon, particularly in the lower end of the speed range
tosted, ) .

Unfortunately, there are no guantitative flight-test
data for conventional ailerons on a highly tapered wing
that are directly comparable with the results from the
pregent retractable—~glleron tests., Although the wing was
equipped with 25-percent mean—~chord plain ailerons prior
to the installation of the retractable ailerons, the ef-
foctiveness of the plain ailerons in producing roll was
noet measured. Pilotw' observations, however, indicated
that there was little cholce, as regards rolling effective-
ness, between the plain and the retractable ailerons, which
wvere of approximately the same sgpan. It therefore appears
that the inadequacy of the retractable allerons used in
thilis investigation was due to insufficient span rather than
to any weakness peculiar to this type of aileron.

Calculations based on the results of the present tests
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and using the data and the methods of reference 3 indicated
that satisfactory control for the airplane tested would be
provided 1f the retractable aileron span were increased %o
between 50 'and 60 percent of the wing spane. Very nearly
the same gpan would probably also be regquired with plain
ailerons. In the case of the retractable ailerons, there
is no obvious obJjection to the use of almost any aileron
span desired if suitable provisions are made in the wing
deslgn, With conventional allerons, on the other hand,
any increase ln alleron span would generslly result im

the curtailment of flap span.

The aileron arrangement that has served hltherto as
the standard of comparison for the Committeel!s flight re=
gsearch on lateral-control devices 1s the unsealed plain
alleron having a2 chord 18 percent of the wing chord and
extendling along the entirs span of a rectangular wing. .
The results of flight tests of this arrangement, which was
found to provide matlsfactory lateral control for an ailr-
plane of the type under consideration, are reported in
reference 4, Comparison of the results from refersnce 4
with those for the plain-wing condition of the present
tests revealed that, for a given speed at the low end of
the speed-~range %tested, the maximum rolling acceleration
produced by the retractable ailerons (fig. 6) was only 40
rercent of that obtained with the standard ailerons. The
moment of linertia of the tapered wing used in the present
investigation, however, was about 25 percent greater than
that of the standard rectangular wing so that, for the
same nmoment of inertias, the difference in rolling accel-
eration would have been about 50 percent. The rstractable
allerons gave 65 percent of the maximum angular veloclty
obtained with the standard plain asilerons. The angle of
roll 1 second after control application (fig. 7) was, as
would be expected, about half of that attained with the
stendard ailerons and about two~thirds of the value (15°)
given in reference 3 as representing the minimum satisfac-
tory degree of control for a light airplane.

The effsctiveness of the retractable ailerons in-
creased much more rapldly with increasing speed than that
of the standard plain ailerons. Thus, a2t the highest
speed tested, the difference in maximum rolling accelera-
tlon was reduced %to about 20 percent, (With the same mo-
ment of inertia, the values for the twe ailerons would be
very nearly eguales) The maximum rolling velocity was 15
percent and the angle of roll attained in 1 second was 25
percent less than the values obtained with the standard
plain ailerons.
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The large variation in rolling effectlveness exhib-
ited by the combination of retractable allerong and ta-
pered wing is more apparent in figure 8 where it ias shown
that, at the highest 11ft coefficiont tested (Op = 1.2),
the rolling-moment coefficient was only half of that at
the lowest lift coefficient (Cp = 0.6). For ailerons
mounted on rectangular wings, on the other hand, the roll-
ing-moment coefficient is, in general, relatively congtant
within the unstalled-flight range. The rolling-moment co-
efflecient of the retractable ailerons was adbout half that
of the standard plaln ailerong at the bighest 1ift coeffi-
clent but was slightly greater than that of the standard
allerons at the lowest 1ift coefficient.

The effect of a 45° deflection of the full-span plain
flaps on the rolling action of the retractable ailerons
for full deflection is shown in fizures 6 to 8. The re-
sults plotted in these figures show that the flaps lncrease
the effectiveness of the ailerons about 30 percent for a
glven air speed or 1ift coefficient. It wlll be noted
that the rolling action at the lowest speed obtained with
the flaps down was approximately the same as that obtained
with the flaps neutral at the lowest speed for this condi-
tiom. This result indicates that, for a wing and flap ar-
rengement similar to the one used in this Iinvesgtigation,
retractable ailerons designed to provide satisfactory con-
trol throughout the speed range for the plain-wing condi- |
tion would prodbadbly be adequate in the lower speed range
available with full-gpan flaps.

From the results presented in figure 9, it 1s believed
that the relation between rolling action and gileron de-
flection is sufficlently close to direct proportionallty
to be satisfactory.

The existence of a lag of about one~tenth second in
the regponse of rolling action to aileron displacement
was detected from the instrument records. This lag, how-
ever, was not evident to the pilots; hence, it 1s probadly
not an objectionable feature.

The direction of the initial yawing motion (with re-
spect to airplane axes) resulting from deflection of the
ailerons was of- the same sense as the roll for all the
conditions tested.

It was anticipated that the sectional form of the ai-
leron with its flat upper ecdge and sccenitric rearward sur-
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foce (see fig. 4) would provide a small but definite asro-
dynamic hinge moment and, honce, .some decree of "feol" in
the control, but this expdctdtlion was not readlized, The
pilots reported that thore was no apprecisgble estick force -
and little tondency for the stick %6 return to neutral.
This lack of stick force, which appears to be the primary
objection %o the use of retractable nilerons on small air-
rlanes, can be overconme by increasing the width of the up-
per odge of the aileron. Such a solutlon would have the
ndded advantage of permitting the use of a lower hings
axis (possibly concealed within the wing) without a reduce
tion in the effective height of the aileron when fully de-
flected.

CONCLUDING REMARKS

The retractable ailerons tested in this investigation
gave approximately the same degree of control as the plaln
allerons of equal span with which the airplane was previ-
ously equipved. The amount of control availadble with the
retractable allerons was not sufficient to be considered
gatlsfactory owing, avparently, to their rather short span
(0.327 of the wing span). With the aileron span increased
to bPetweenr 0,50 and 0.680 of the wing span, a satisfactory
degree of control would probably be obtained.

The full-gpan flaps, when deflected 45°, increased
the effectiveness of the ailerons at a glven air speed
about 30 percent over that with the flaps neutral,

For all conditions tested, the direction of the yaw=-
ing moment (referred to aitrplane axes) due to the ailer-
ons was in the same sense as the rolling moment, i.e.,
right aileron deflection resulted in right yaw.

Lag in the response of rolling action to control
manipulation was too small to be noticed by the pilots an
therefore was not objectionable. ’

The hinge moment of the ailerons was too light to
provide any feel in the control. stick, but this somewhat
undesirable feature can be removed by minor modifications
in the aileron design.

Langley Memorial Aeronautical Laboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., May 1, 1939.
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TABLE I
CHARACTERISTICS OF THE MODIFIED

FAIRCEILD 22 AIRPLANE

Area  (S) v v v v v v e v v e e 4 4« « . 114 8g. £t.
Span (b) L) L] L . L] L] L . - - - - [ ] . [ ] 34 ft.

Root chord (cr) e e s s s s s o s s o e 5 ft. 8 in.

Tip chord (ct) e o ¢ e o o o = s s e 1 f+%. 1"5/4 in.
Aspect ratio .+ o 4 4« ¢ ¢ o o 2 e s e l0
Taper ratiO L] L] L] L] [ ] L] L] ] - L] L] . 4 . 5

Wing section:

At rOOt . . . . = . . . . . . . . ;_N.A.Gqu 23015
At tiP . * . . . . . IA‘ . . . . L] N.A.G.A. 23009
Dihedral E.ngle e w :. o o . . s o @ ¢« = . 5""1/20
Flanp
Inboard section OQutboard section

Type L] . L ] L 2 L ] . Ll » L] Plain a . L ] . L] . * Plain
Spen (each side) , . . 2 ft, 9~1/2 in. . . 12 f%t. 9 in,
Chord L ] - e L ] a [ 3 [ ] . 0.23 Cw ‘e [ e . « - 0020 cw

Maximum deflection o « 45° . « . o« o . . . 459

Allerons

Span (each) « + « « « « o . . 5 ft. 6=-3/4 in., (0.327 b/2)

Maximum deflection: :
Up e » ] - L] . . . L} L] . L] L] L] ] . [} 0.105 ¢
Down . . . . . L] - L] . « @ *« e . . 00028 cw

Gross Weight ® ¢ o & ® & ® @ s & ®© s o ¢ » 1,720 lb.
Moment of inertis about longitudinal axis .. 884 slug-ft.2
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Figure 1.~ The modified Fairchild-22 airplane, showing the fallespan flaps.

Figure 3,~ Front view of the retractable ailarons in the fully sxtended position.
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Figure 3.- Sketoh of plan form of wing of modified Fairohild 23 airplane.
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Figure 5.~ Differential motion of retractable ellerons on modified

Palrchili 22 airplane.
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